EX1 EX3

oD AB2LALR 52750ET.CAE 8. TOC: 002208014 Sk oy AS WL ET PC 05, T0C: 7795040

L=
& |

..ﬂ h
T e
bt T —
T e e

Tt oo
Wi 1)

T i i
) i) —
o I—— =
O T -

T i%a 0 .
o 0 o

@btrusiveLight o (3m): I

I I}
I T
o T
Corevelign 3 G <
ety 3 m v I
I T
o T
ool 7 o <
e 7 v I
I I
PG A Sy ]
[ o= Tem—Tome—]

=
= 2
o
i A,
S

thrusive&ight
Vo

GENERAL NOTES
THE DESIGN OBJEGTIVES OF THE SCHEME ARE TO PROVIDE A LIGHTING SOLUTION THAT PROVIDES THE
SAFE MOVEMENT OF VEHICLES, THIS MUST ALSO COMPLY WITH THE REQUREVENTS OF OBTRUSIVE LIGHT
GUIDANGE FOR SPECIFIC AREAS

),
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THE LIGHTING FITTINGS SELECTED PROVIDE COMPLIANGE WITH LIMITED UPWARD LIGHT EMISSIONS UNDER
THE GUIDANCE TO PREVENT BREAKOUT TO SURROUNDING PROPERTIES, THOUGH OBTRUSIVE LIGHT
CALCULATIONS WOULD CONFIRM THIS.

BUILDING MOUNTED LIGHT FITTINGS ARE
SELECTED OF LOWER WATTAGE TO PREVENT IMPACT TO SURROUNDING PROPERTIES AND CAN BE USED IN
EMERGENCY LIGHTING, DETAILS OF EMERGENCY REQUIREMENTS TBC.

FEATURE AREAS, SUCH AS THE CAFE SEATING AREA HAVE NOT BEEN INCLUDED, FURTHER DETAILS
REQUIRED.

THE USE OF LED LIGHTING PROVIDES A WHITE CLEAN LIGHT THAT PROVIDES GOOD COLOUR RENDERING
(Ra) ALLOWING LOWER LEVEL OF ILLUMINATION TO BE PROVIDED AND PROVIDING A BETTER OVERALL
PERCEPTION OF LIGHTING LEVEL FOR SAFE MOVEMENT ACROSS THE SITE.

OBTRUSIVE LIGHT CALCULATIONS HAVE NOT BEEN PROVIDED, PLEASE SEE REPORT SUMMARY.

THE FOLLOWING FROM THE REPORT HAVE BEEN N
RELATION TO THE EXISTENCE OF BATS:

- ALL LUMINAIRE SUPPLIED IN 3000k

- ALL MOUNTING HEIGHTS AND TILTS HAVE BEEN INCLUDED ON DRAWINGS AND HAVE BEEN KEPT

BELOW ODEG.
- ITIS ASSUMED THAT POST CURFEW ALL LIGHTING WILL BE EITHER TURNED OFF (VIA TIMECLOCK
SUPPLIED BY OTHERS) OR REDUCED TO 50%.
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o | FURTHER DETAILS ARE REQUIRED TO PROGRESS THE DESIGN, PRIOR TO ANY ORDERS BEING PLACED.
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PROJECT SPECIFIC NOTES

Buiding Height assumed. Ploase confim

Alence heights assumed. Panel 17m. Block

No emergoncy and e Ighing has been assumed i s ropor, ploass confn
nssumed Emvironmenial Zone 2 - pleaes scvss

NOTES
IF our lighting proposal includes emergency and escape lighting, our Proposal snould be cross—referenced
by the customer to ensure the proposol aligns wilh the project’s fire sirategy plon before an order is
placed & mstollation commences

This drawing s the sole intellectual property of Trilux UK Lid and may neither be reproduced, nor
commercially disiribuled, used on business or mode occessible to third porties without our written
permission. Legal proceedings may be commenced under UK law for copyright infringement, Optimum
colour reproduction of the merchandise is only dssured When external light is excluded.

RIBA STAGE: 3

REVISIONS:

1]24.02.2025 | Added Obtrusive Light Calculations - Assume E4 until advised otherwise.

o

02 |21.03.2025 | Consideration to Bats in Environmental Report. Lowered Columns to 4m.
Remove tilts
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AutoCAD SHX Text
If our lighting proposal includes emergency and escape lighting, our proposal should be cross-referenced by the customer to ensure the proposal aligns with the project's fire strategy plan before an order is placed & installation commences. This drawing is the sole intellectual property of Trilux UK Ltd and may neither be reproduced, nor commercially distributed, used on business or made accessible to third parties without our written permission. Legal proceedings may be commenced under UK law for copyright infringement. Optimum colour reproduction of the merchandise is only assured when external light is excluded.
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