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This drawing and the building works depicted are the copyright of Farrow Walsh consulting Ltd. and may not be reproduced or amended except by written permission. No liability will be accepted for amendments made by other persons.
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SAFETY, HEALTH AND ENVIRONMENTAL

HAZARD INFORMATION BOX A

THE HAZARDS NOTED BELOW ARE IN ADDITION TO THE
NORMAL HAZARDS AND RISKS FACED BY A COMPETENT
CONTRACTOR WHEN DEALING WITH THE TYPES OF
WORKS DETAILED ON THIS DRAWING.

CONSTRUCTION RISKS

EXISTING UNNAMED WATERCOURSE
EXISTING HIGHWAY
EXISTING SERVICES

MAINTENANCE / CLEANING RISKS

NONE RELEVANT TO THIS DRAWING.

DEMOLITION RISKS

NONE RELEVANT TO THIS DRAWING.

General Notes
1. DO NOT SCALE.
2. This drawing is to be read in conjunction with all other relevant drawings and details.

3. Should there be any conflict between the details indicated on this drawing and those
on other drawings the Engineer should be informed PRIOR to construction on site.

4. Until technical approval has been obtained from the relevant Authority, it should be
understood that all drawings issued are Preliminary and NOT for construction. Should
the Contractor commence site work prior to such approval being given it is entirely at
their own risk.

5. Sketch proposals are for illustrative purposes only and as such are subject to detailed
site investigation including ground conditions / contaminants, drainage, design and
planning / density negotiations.

6. All dimensions are in millimetres unless otherwise stated.

7. The Farrow Walsh Consulting Designers Risk Assessments for this project must be

LEGEND

Indicative Site Ownership Boundary

(L) (S R Part M Access (Level / Stepped / Ramp)

PLOT .
FFL 59.200 Proposed Finished Floor Level
+59.050 Proposed level
Fall Fall Arrow
Raised Secondary DPC to same height as FFL (final
extent to be determined by Contractor on site)
Add Bk Exposed brickwork below DPC ( final extent to be
determined by Contractor on site)
Tanking Tanked Brickwork (height shown is above FFL, final
extent to be determined by Contractor on site)
R Retaining structure

(Max. retaining height shown)

20mph Visibility Splays (25m x 2.4m)

Earthworks Banking (shown where banks are steeper
than 1:5)

Noise Bund

Noise bund to be created to the southern

boundary adjacent proposed plots. Maximum

slope to be 1:3

Overhead Power Lines
Care to be taken within extent of overhead power lines

A : ) g
/ e /.\‘b g

reviewed PRIOR to the commencement of any works on site.

- NOTES

1. This drawing to be read in conjunction with all other relevant Engineers and
Architect's details.

2. All work is to be carried out in accordance with the current British
Standards, codes of practice and building regulations.

3. The design of any temporary works required shall be the responsibility of
the Contractor.

4. Do not scale this drawing. All dimensions are in millimetres unless noted
otherwise. Any discrepancies are to be recorded and reported to the
Engineers immediately.

5.  All work is to be to the satisfaction of the Engineer.

. The Contractor is responsible for and must take all necessary precautions

A to ensure the stability of the works at all times during construction.

~ 7. All workmanship and materials are to be to current British Standards.

8. All services are to be located and protected as necessary by the
Contractor prior to the commencement of the works.

9. Any existing details which are shown on this drawing are for guidance only
and are to be checked on site by the Contractor. Any variations are to be
recorded and reported to the Engineer immediately.

General Road Notes
This drawing is to be read in conjunction with the local Highway Authority
design guide and the general specification for roadworks current at the
time of construction.

All works shall be in accordance with the local Highway Authority's
approved documents and satisfaction. Any reference to the specification
q shall mean the general specification for roadworks.

1. Prior to any works being carried out within or immediately adjacent to the
public highway, a scheme for the safe control of traffic and pedestrians is
to be agreed with the highway authority and implemented.

2. Working areas within the vicinity of existing trees are to be agreed with the
engineer and chestnut fencing erected as directed.

3. Special care is to be taken when excavating in the vicinity of existing trees,
it is not intended that any tree roots should be severed or damaged and
specialist advice should be sought when major roots present a problem.
Care is to be taken to avoid damage to branches and foliage.

4. ltis the Contractor's responsibility to trace and indicate the precise location
and nature of all services.

5. The Contractor is to provide a CCTV survey of any highway sewers on
completion of the 12-month maintenance period. This is to be provided in
accordance with the requirements of the local water and highways
authorities.

6. Safe passage for pedestrians across the site is to be ensured at all times
by means of approved fencing to both sides of any footpath route.

7. The Health and Safety at Work Act 1981 is to be complied with at all times.
Attention is drawn to the wearing of hard hats, reflectorised clothing, and
the use of any other required safety equipment.

8. The Contractor is to take account of the soils report.

9. No completion works will be authorised until a formal certificate of
conformance to relevant specification is received from the relevant water
authority.

10. Compaction control shall be achieved by air void testing for both roadbase
and basecourse (maximum air void ratio 6%).

11. Any recycled material to be used for highway construction purposes will be
allowed subject to it satisfying relevant tests as instructed by this authority.

12. The Contractor is to take CBR tests at road formation level, capping layer
level, and sub-base level and the highway engineer informed before any
construction works carried out on that level.

13. All levels and dimensions are to be checked on site before any work
commences.

14. All private drives which fall towards a public highway and exceed two
parking bays in area are to be provided with a suitable gully or drainage
channel to prevent water discharging onto the highway.

15. Where a driveway falls towards a dwelling it shall be provided with a
suitable gully or drainage channel to prevent water damaging the building.

All FFLs and external levels are indicative
only and subject to detailed design

All vertical speed calming features to be
provided in accordance with Leicestershire
Highways design guide
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