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SITE BOUNDARY-

SITE BOUNDARY-

150mm WIDE "CAUTION ELECTRIC" CABLING.

IDENTIFICATION TAPE TO BE INSTALLED 150mm
ABOVE POWER CABLING DUCT.

150mm WIDE "CAUTION DATA" CABLING.
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TRENCH TO BE MINIMUM_
600MM FROM GROUND
LEVEL TO TOP OF DUCT.

IDENTIFICATION TAPE TO BE INSTALLED 150mm
ABOVE DATA CABLING DUCT.

ALL DUCTS TO BE INSTALLED WITH MINIMUM

6MM NYLON DRAW ROPE.

50MM DUCT FOR DATA CABLES.

100MM DUCT FOR EV CHARGERS.

100MM DUCT FOR LIGHTING.

DETAIL A: POWER LIGHTING DUCT SECTION
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VIVA-CITY Pro . AY70 optic

SEMITA Urban

. QC Path optic

SITE BOUNDARY

VIVA-CITY Pro ., FW70 optic QR Code VASTA Flood FT70 Optic QR Code

Luminaire Schedule

Project: Project_1

Symbol Qty Label Arrangement LLF Description Luminaire LIW UWLR
% 1 AW2 Single 0.900 6W SEMITA Urban bulkhead-2700K-205mA-OC path optic Wall mounted at 3m. 115 0.00
% 74 AW Single 0.900 11W SEMITA Urban bulkhead-2700K-410mA-OC path optic Wall mounted at 3m 123 0.00
«% 29 B Single 0.900 160W VASTA Floodlight-2700K-860mA-FT70 forward throw optic Column mounted at 8m 166 0.00
«% 33 BW Single 0.900 160W VASTA Floodlight-2700K-860mA-FT70 forward throw optic Wall mounted at 10m 166 0.00
«% 1 BW1 Single 0.900 160W VASTA Floodlight-2700K-860mA-FT70 forward throw optic Wall mounted at 6m 166 0.00
«% 2 BW2 Single 0.900 160W VASTA Floodlight2700K-860mA-FT70 forward throw optic Wall mounted at 8m 166 0.00

Q «% 2 C Single 0.900 250W VASTA Floodlight-2700K-1300mA-FT70 forward throw optic Column mounted at 8m 155 0.00

I-B 24 D Single 0.900 80W VIVA-CITY Pro-2700K-805mA-FW70 forward throw optic Column mounted at 6m 131 0.00

(o= | 10 pT Back-Back 0.900 80W VIVA-CITY Pro-2700K-805mA-FW70 forward throw optic Column mounted at 6m 131 0.00

I-B 4 bW Single 0.900 80W VIVA-CITY Pro-2700K-805mA-FW70 forward throw optic Wall mounted at 6m 131 0.00
ﬁ 3 D1 Single 0.900 80W VIVA-CITY Pro-2700K-805mA-FW?70 forward throw optic Column mounted at 8m 131 0.00
% 1 F1 Single 0.900 60W VIVA-CITY Pro-2700K:610mA-AY70 street optic Column mounted at 8m 140 0.00

[( ) 7}} 1 G Single 0.900 60W VIVA-CITY Pro-2700K-610mA-FW70 forward throw optic Column mounted at 8m 138 0.00
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Light Engine ILP GND1 - Table 1 & Tahle 7 Oniv 4 €@ Calaslation For A Year
e — Source %of
Y Luminaire - % Luminaire Total Upward Rated Life Glare Intensity luminaire |** ARTHour| cp?
A;.;:-;qed Mee Oty Luminaire Light Source Watts (W) Lawmene i Lm /W LOR [ — ULOR — Tarn(exl;mze L Value BValue (Hrs) @RI Beam Angle | Sky Glow Efect Effect £4/1000 Im e vl e Kw/Hour
(100°-110%)

vas - 160W LED AL50 - (VAS-FT70-

160.0 26498 16561 | 100%
740-160D)

1722370 0.0% 0 2700 90

100,000

=70

70°

Minimum Some

3a77 n/a 12 9.34

45552.00

vas - 250W LED ALS0 - (VAS-FT70-

250.0 38899 15560 | 100% | 77798 | 0.0% 0 2700 150
740-250D)

100,000

Minimum Some

5128 nfa 12 045 2190.00

SEMITA Urban 111370

smu-11WLED OC

Minimum

20 VIVA-CITY Pro vcp - 30W LED AY70 30.0 10551 13189 100% | 211020 0.0% 0 2700 £

B20

270

675"

Minimum Some

1833 nfa 1 144 7008.00

VIVA-CITY Pra

wvcp - B0W LED FWT0

Minimum

VIVA-CITY Pro

vep - 60W LED AY70

Minimum

VIVA-CITY Pro

vep - 60W LED FW70

Minimum

SEMITA Urban

smu - 6WLED OC

Minimum

[Table 3 - Light Tresspass Into Windows (Lux]
Pre Curfew [ 10 [ 0 | pess
Post Curfew | 2 [ 0 | pass

GNO1 - 2021 |m.| e ot e |;=_954m ,m.l e u,m‘ 0.0%
[Tatal 0D Per Year (Tanns:) [ 17.65
.~ | Zone to be by assessor **
> [Emvironmentalzone [ 3 [Total Etectric c (kw) [ 19.66
©
€ [Opward Ught Ratio (ULR)- | Target |Achleved Status [Total Electric consumptian Per Year (kwh] [ 86110.8
g Table 6 5.0% 00% | Pass
A [avarags Luminaira Lumans Par Circuit Watt [ 1503
z “*Note** - Not a BREEAM requirement for Cut-Off Lanterns [See POL4 Assesment Criteria above)
ﬂj [ Table 4 - Source Intensity (Candelas) Compliance Status Summary
g Pre curfew - A, > 0.5 10,000 m Pass PolD4  |Reduction Of Night Time Light Pollution Pass
Pre Curfew - A,»0.5 1,000 7 Pass Enc03 |Energy Efficent External Lighting Pass
Hea 01 |(Internal And External Lighting Levels Pass

Note - HEAD1 in this report only applies to exterior lighting
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“ o Calculation Summary
I A , N
| B ' s 3 3 ° Project: Project_1
E AN
E]
& \{ g L Label CalcType Units Avg Max Min Uniformity (Min/Avg) Diversity (Min/Max) Meter Type
IE
h Site Road llluminance Lux 22.08 68 8 0.36 0.12 Horizontal
N Unit 1 Carpark llluminance Lux 20.53 54 6 0.29 0.11 Horizontal
1 Unit 1 Loading llluminance Lux 50.70 74 30 0.59 0.41 Horizontal
| Unit 1 Perimeter llluminance Lux 17.38 58 5 0.29 0.09 Horizontal
PR N N " N s 3 N 3 N s
: 3 " : N
Unit 1 service yard llluminance Lux 30.91 110 13 0.42 0.12 Horizontal
Unit 2 Carpark llluminance Lux 19.27 74 5 0.26 0.07 Horizontal
Unit 2 Entrance Road llluminance Lux 29.98 49 17 0.57 0.35 Horizontal
Unit 2 Gate house llluminance Lux 59.45 143 24 0.40 0.17 Horizontal
Unit 2 Loading llluminance Lux 51.46 73 32 0.62 0.44 Horizontal
O ’ Unit 2 Perimeter llluminance Lux 13.59 35 4 0.29 0.11 Horizontal
Q “ Unit 2 Service yard llluminance Lux 31.21 175 13 0.42 0.07 Horizontal
Q / . Unit 3 carpark llluminance Lux 21.64 69 6 0.28 0.09 Horizontal
@ SITE BOUNDARY Unit 3 Loading llluminance Lux 50.35 72 37 0.73 0.51 Horizontal
@ Unit 3 Periemeter llluminance Lux 14.42 30 5 0.35 0.17 Horizontal
SITE BOUN DA Unit 3 Service yard llluminance Lux 30.84 98 13 0.42 0.13 Horizontal
Unit 4 Carpark llluminance Lux 20.81 71 6 0.29 0.08 Horizontal
Unit 4 Entrance llluminance Lux 37.41 53 19 0.51 0.36 Horizontal
Unit 4 Loading llluminance Lux 52.05 72 34 0.65 0.47 Horizontal
Unit 4 periemeter llluminance Lux 15.02 40 4 0.27 0.10 Horizontal
Unit 4 service yard llluminance Lux 30.74 104 13 0.42 0.13 Horizontal
OVERSPILL LUX LEVELS Unit 5 Carpark llluminance Lux 21.35 75 6 0.28 0.08 Horizontal
Unit 5 Entrance Road llluminance Lux 16.40 62 8 0.49 0.13 Horizontal
1 LUX
Unit 5 Loading llluminance Lux 50.93 71 34 0.67 0.48 Horizontal
2 LUX
Unit 5 periemeter llluminance Lux 10.54 33 3 0.28 0.09 Horizontal
m—— 5 UX
Unit 5 Service yard llluminance Lux 33.05 101 14 0.42 0.14 Horizontal
Unit 6 Carpark llluminance Lux 22.55 46 6 0.27 0.13 Horizontal
Unit 6 Entrance Road llluminance Lux 34.94 54 17 0.49 0.31 Horizontal
Luminaire Schedule
Project: Road Unit 6 Loading llluminance Lux 59.53 99 26 0.44 0.26 Horizontal
Symbol ay Label Arrangement e Description Luminaire LW upr i i
Unit 6 Periemeter llluminance Lux 17.19 36 6 0.35 0.17 Horizontal
C@D % 0 (Ste Roao) Single 0500 BOW VIVA-CITY Pro-2700K-805mA FW70 forward atem 131 opo
£ ) . st Roat) Segie SO VIVACITY o 2700K 805mA AY70 it opic Cotumn mounted a e obo Unit 6 Service yard llluminance Lux 37.12 102 17 0.46 017 Horizontal

ARCHITECTURAL LAYOUT:

REVISION: C04
DATE: 24/06/2026

DRG No: 24473-UMC-2Z2Z-7ZZ-DR-A-0601
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NOTES

GIVEN IN DRAWINGS AND SPECIFICATIONS SHALL BE UTILISED
AND VERIFIED BY THE CONTRACTOR. IF IN DOUBT ASK.

THE CONTRACTOR SHALL NOTE DRAWINGS ARE PRODUCED TO RIBA
STAGE 3 AND PROPOSED QUANTITIES AND NOTIONAL PROVISION
OF SERVICES WHERE GIVEN SHALL BE TREATED AS INDICATIVE
OUTLINING THE DESIGN INTENT.

ALL WORKS ASSOCIATED WITH THIS PROJECT SHALL BE
UNDERTAKEN IN ACCORDANCE WITH THE RELEVANT CONTRACT
DOCUMENTS INCLUDING ALL MECHANICAL, ELECTRICAL, PUBLIC
HEALTH, FIRE PROTECTION, ARCHITECTURAL, STRUCTURAL AND
CIVIL ENGINEERING DRAWINGS, SPECIFICATIONS AND SCHEDULES.

THE CONTRACTOR SHALL DESIGN, SUPPLY, INSTALL, SET TO WORK
AND COMMISSION ALL MATERIAL AND EQUIPMENT NECESSARY TO
PROVIDE A FULLY COORDINATED AND OPERATIONAL INSTALLATION.
THESE SHALL INCLUDE ANY MATERIAL THAT MAY OR MAY NOT BE
SPECIFIED.

THE CONTRACTOR SHALL DESIGN, SUPPLY, INSTALL, SET TO WORK
AND COMMISSION AN EXTERNAL LIGHTING INSTALLATION AND
BUILDING EMERGENCY LIGHTING INSTALLATION TO SUIT THE
PROPOSED SITE PLAN AND BUILDING LAYOUT.

THE CONTRACTOR SHALL DESIGN AN EXTERNAL LIGHTING
STRATEGY TO REDUCE LIGHT POLLUTION FROM THE DEVELOPMENT .

THE EXTERNAL LIGHTING INSTALLATION SHALL BE DESIGNED WE
SUITABLE ZONING AND CONTROL SYSTEMS. TIME SCHEDULING
SHALL BE PROVIDED AND COMMISSIONED TO ENABLE LUMINAIRES
TO BE SWITCHED OFF BETWEEN 23:00-07:00 HOURS.

LIGHTING CONTROL AND OPERATION OF TIME SCHEDULES SHALL BE
INSTALLED AND COMMISSIONED INLINE WITH LOCAL PLANNING
AUTHORITY REQUIREMENTS.

LED VERSION LUMINAIRES SHALL BE INSTALLED WITH AN AVERAGE
LUMINOUS EFFICACY OF NO LESS THAN 70 LUMINAIRE LUMENS PER
CIRCUIT WATT INSTALLED THROUGHOUT WITH SUITABLE CONTROL
SOLUTIONS INLINE WITH THE BREEAM REQUIREMENTS AND SHELL
SPECIFICATION.

THE CONTRACTOR SHALL INSTALL A COMPLETE LIGHTING CONTROL
INSTALLATION INLINE WITH THE OUTLINE SPECIFICATION AS
DETAILED.

STANDARD TUBULAR ROOT MOUNTED LIGHTING COLUMNS SHALL BE
SUPPLIED AND INSTALLED MANUFACTURED IN ACCORDANCE WITH
EN10210 FINISHED IN HOT DIP GALVANISED AS STANDARD TO
SERVE THE PROPOSED EXTERNAL LIGHTING INSTALLATION AS
DETAILED.

LIGHTING COLUMNS SHALL BE PROVIDED WITH SUITABLE
MANUFACTURERS APPROVED COLUMN BRACKETS AND
COMPONENTRY TO FACILITATE THE INSTALLATION OF THE
LUMINAIRES.

LIGHTING COLUMNS SHALL BE SUPPLIED COMPLETE WITH COLUMN
DOORS AND SPECIALIST KEY ACCESS AND FUSED CUTOUT
MOUNTED ON A SUITABLE BACKBOARD AS PER MANUFACTURERS
INSTALLATION REQUIREMENTS.C

ALL EQUIPMENT AND ELECTRICAL COMPONENTS MUST BE
INSTALLED IN ACCORDANCE WITH MANUFACTURER'S INSTALLATION
REQUIREMENTS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE
LOCATION OF ANY EXISTING UNDERGROUND SERVICES ROUTED
THROUGH EXISTING AREA INCLUDING UTILITY SERVICES AND
DRAINAGE. THEY SHALL ENSURE THAT EXISTING SERVICES SHALL
BE IDENTIFIED AND PROTECTED BY THE CONTRACTOR DURING ANY
EXCAVATION AND CONSTRUCTION WORKS.

THE CONTRACTOR SHALL LIAISE WITH THE STRUCTURAL ENGINEER
TO DETERMINE FINAL LOCATIONS, DUCTWORK CABLE
ROUTES/ENTRY POINTS AND FOUNDATION DETAILS AS APPLICABLE.

SUB MAIN CABLES AND ASSOCIATED CPC'S SHALL BE INSTALLED
WITH CABLE IDENTIFICATION LABELS AT EITHER END OF THE CABLE
LENGTH TO IDENTIFY THE CABLE ORIGIN OF SUPPLY. THESE SHALL
BE AS PER THE FOLLOWING CONFIGURATION: BOARD
REF/WAY/PHASE.

EVEN IF DUCTS ARE NOT SHOWN ON DRAWINGS, DUCT SHALL BE
INSTALLED TO ALL EQUIPMENT AND LIGHTING.

ALL DUCT SHALL BE FULLY SEALED INTERNALLY WITH A SUITABLE
COMPONENT AND FLEXIBLE SEALANT AT EACH END OF THE DUCT.

THE LIGHTING INSTALLATION SHALL BE FULLY TESTED AND
COMMISSIONING LUMINAIRES SHALL BE POSITIONED IN
ACCORDANCE WITH THE LIGHTING DESIGN REQUIREMENTS FOR
ROTATION AND TILT ANGLE. ON COMPLETION OF SATISFACTORY
COMMISSIONING THIS SHALL BE VERIFIED BY MEASUREMENT OF
SITE VALUES TO SUIT THE EXTERNAL ENVIRONMENT AND
CALCULATED LIGHTING VALUES.

NEW CIRCUITS SHALL BE VERIFIED AND TESTED AND SHALL FULLY
COMPLY WITH THE REQUIREMENTS OF BS 7671 LATEST EDITION
FOR ELECTRICAL INSTALLATION.

P07 EXTERNAL LIGHTING UPDATED TO REFLECT REVISED BL DH 01.07.2026
SITE PLAN.
P06 UPDATES TO INCLUDE BREEAM OUTPUT TABLE AND BL DH | 18.03.2026
REVISED ROADWAY ISOLUX CALCULATIONS
P05 EXTERNAL LIGHTING UPDATED TO INCLUDE PROPOSED BL DH 13.03.2026
LANDSCAPING AND REVISED LUMINAIRE
SPECIFICATION/LOCATIONS
P04 UPDATED TO INCORPORATE CLIENT COMMENTS BL JGC 23.09.2025
P03 MASTER SITE PLAN LAYOUT UPDATED BL JGC 22.09.2025
P02 LIGHTING ALTERED TO INCLUDE CLIENTS COMMENTS MMar BL 12.08.2025
P01 PRELIMINARY ISSUE MMar JGC 18.07.2025
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