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52MM DRY LINE AND INSULATE WALL.
SEAL WALLS WITH DAMP PROOF MESH 
MEMBRANE OR LIQUID MEMBRANE. FOLLOW 
MANUFACTURE INSTALLATION INSTRUCTIONS.
USE 52MM INSULATED PLASTERBOARD.
FIX WITH DOT AND DAB ADHESIVE.
PLASTER SKIM FINISH

52MM DRY LINE AND INSULATE WALL.
SEAL WALLS WITH DAMP PROOF MESH 
MEMBRANE OR LIQUID MEMBRANE. FOLLOW 
MANUFACTURE INSTALLATION INSTRUCTIONS.
USE 52MM INSULATED PLASTERBOARD.
FIX WITH DOT AND DAB ADHESIVE.
PLASTER SKIM FINISH
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FRIDGE FREEZER

EXTENSION

OFFICE UTILITY
ROOM

CONNECT WASHING MACHINE 
WASTE TO WC WASTE AND TAKE 
COLD WATER FEED FROM HERE.

FREEZER

BUILD INTERNAL STUD WALL TO CREATE UTILITY ROOM.
USE 95 X 47 - C16 TIMBER, PLASTERBOARD BOTH 
SIDES AND PLASTER SKIM FINISH.
FILL STUD WALL WITH ROCKWOOL INSULATION TO 
PREVENT THE TRANSFER OF NOISE AND LOSS OF HEAT.

SEE DETAIL A

ARCHITRAVE WILL NEED TO BE REMOVED AND 
REUSED ONCE DRY LINING IS COMPLETE.

SEE DETAIL B

CHANGE WINDOW TO INCLUDE GLAZING BARS,
SO STYLE MATCHES THE OTHER WINDOWS.

NEW FRONT DOOR

PARTITION STUD WALL TO 
SEPERATE NEW LOUNGE 
AND ENTRANCE HALL.

REMOVE EXISTING WINDOW AND 
INCREASE OPENING TO FULL 
HEIGHT FOR PATIO DOORS

SCALE 0,100
DETAIL A

SCALE 0,100
DETAIL B

DRY LINE BOTH INTERNAL WALLS

EXISTING GROUND FLOOR PLAN

PROPOSED GROUND FLOOR PLAN


