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Approximate site area: 10.90ha
Developable area: 4.30ha
Assumed impermeable area (65% + 10% urban creep) inc. Pond: 3.10ha

QBAR runoff rate: 18.9l/s
Water Depth plus 600mm Freeboard Pond Footprint: 3451m2

Water Depth Volume: 1465m3

CL:100.250
IL: 98.650

Pond sized to accommodate the 1 in 100-year + 40% climate change
storm.

Proposed foul water drainage connedtion point to
exsiting 300mm combined sewer. Subject to
hydraulic assessment from Severn Trent Water.

Ownership of ditch located on the south-western boundary of the site, subject to confirmation.

8m easement from top of bank as per Hinckley and Bosworth Borough Council SFRA.

Detention basin to outfall via gravity to the proposed surface water
drain which ultimately outfalls into the existing existing ditch to the
south-west of the site.
Asseumed CL: 99.360
Proposed IL: 98.037
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(Harrow Estates Division)
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Notes
1. Do not scale this drawing. All dimensions must be checked/ verified

on site. If in doubt ask.

2. This drawing is to be read in conjunction with all relevant architects,
engineers and specialists drawings and specifications.

3. All dimensions in millimetres unless noted otherwise. All levels in
metres unless noted otherwise.

4. Any discrepancies noted on site are to be reported to the engineer
immediately.

5. Enclosed Topographical Survey based on Geomatic Surveys Ltd.
drawing '02663/Topo' dated July 2021.

6. Enclosed Masterplan based on Urban Design Box drawing '4001C'
dated November 2023.

7. Enclosed Severn Trent Water infrastructure details are based on
.PDF asset plans received through a pre-development enquiry
(ref:648546 - 1), dated 14.09.21. The exact location and level
information of the existing public sewerage infrastructure is to be
confirmed and has been given without liability or warranty.

8. This drawing is to be read in conjunction with BWB
Report:LCD-BWB-ZZ-XX-RP-CD-0001_SDS

9. Do not construct or cost from this drawing.

10. The maximum discharge rates are based on calculated greenfield
Qbar rate of 4.4l/s/ha, multiplied by the measured total development
area.

11. All basins have been designed to accommodate the 1 in 100-year +
40% critical storm event with a 400mm freeboard. The attenuation
calculations has been undertaken using Flood Estimation Handbook
(FEH) rainfall data.

12. All detention basins to have minimum 1:4 internal side slopes. Basin
forebays and erosion protection should be considered at detailed
design.

13. This strategy is a proof of concept only and all details are to be
confirmed at the detailed design stage in agreement with all relevant
statutory consultees.

14. It should be noted that minor level raising will needed along the
proposed road and should be considered during the detailed design
stage.
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