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1. Do not scale this drawing. All dimensions must be checked/
verified on site. If in doubt ask.

2. This drawing is to be read in conjunction with all relevant
architects, engineers and specialists drawings and
specifications.

3. All dimensions in meters unless noted otherwise. All levels in
metres unless noted otherwise.

4. Any discrepancies noted on site are to be reported to the
engineer immediately.

5. This drawing should be printed and read in colour.

FOUL WATER DRAINAGE -
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TWYCROSS ZOO

A

TWZ-HEX-00-00-C-9203

FOR CONSTRUCTION

AW AS

600902 1:250

C12

5m SCALE 1:250

P01 26.07.24 First Issue AW AS

Design Notes

Legend

1. Connection to ditch subject to Lead Local Flood Authority (LLFA),
Environment Agency approval and a Land Drainage Consent.

2. Drainage design based on levels design from Landscape Architect.
3. All manhole lids subject to vehicular loading to have D400 lids. All others

to be B125.
4. Manholes within block paved areas to have recessed lids to allow

continuation of surfaces.
5. Manhole/chamber access covers to be orientated in the same direction as

any hard landscaping pavers/flags.
6. For pop up setting out refer to M&E and Architect drawings.
7. All above ground drainage stacks to be provided with roddable access.
8. Fat/grease traps, hot flow pipes, chemically resistant drainage

requirements to be indicated and specified by others.
9. Treatment plant design by others
10. Root barrier required where trees are adjacent drainage runs

P02 29.11.24 Issued for comment AW AS

P03 07.02.25 Tank moved into car park ST AB

P04 29.06.25 Pump station removed, various
updates

ST ST

C01 09.07.25 Issued for construction KJ ST
KJ STC02 11.07.25 Updates in clouded areas
KJ STC03 15.07.25 Updates in clouded areas
ST STC04 21.07.25 Updates in clouded areas
ST STC05 05.08.25 Orang cesspool changed to SPEL
ST STC06 08.08.25 Updates in clouded areas
ST STC07 21.08.25 NSCC pop ups updated
ST STC08 28.08.25 Pop ups and outfall headwall updated
ST STC09 02.09.25 Foul pop up updates
ST STC10 19.09.25 Treatment plant rotated slightly

C11

ST STC11 29.09.25 Foul pop up removed as clouded
ST STC12 10.10.25 Outdated notes removed
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