Header bond in contrasting
"blue" engineering brick

25mm projection in
Confrasting blue brick

Header bond in Where changes in ground level
confrrosﬂrjg blu.e occur the use of a bullnose brick
Confrasting blue brick engineering bricks of a matching colour in the
band o header course shall be included
25mm projection in
Confrasting blue
engineering bricks
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A—'— Approved 215mm thick J | | I I I I
| brick walll. (brick type site l__ | | | | I
specific) ] | | | | L
| complete with horizontal I I I “_
| wall ties at 450mm crs = - J|—”_
Provide 327mm thick brick o
| piers at 1800mm crs to rear
2 r | of wall
Elevation 1:15
, NOTE:
Mortar mix:
Provide movement joints at every
40mm mortar fillet 1:1:6. above ground level
6m centres for clay bricks filled
1:1/4:3. below ground level
21 N/mmzconcre‘re footing with ‘flexcell' or similar approv material
14 N/mm?concre‘r fill down Rev E - 327mm rick piers added at 1800mm crs
. Rev D - Header and projecting brick amended. AG 07.07.14
to approved formation max. Rev C - Conftrasting brick band added.
applied pressure 35kN/m Rev B - Contrasting header brick added.
Rev A - Solid brickwork to ends note added.
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