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Technical Specification
- Hydro-Brake® Optimum Flow Control including:
Control Point Head (m) Flow (I/s)
3mm grade 304L stainless steel :‘::f::;":w
Primary Design + Integral stainless steel pivoting by-pass ‘
y 9 1.200 5.000 door allowing clear line of sight through to Cwmm e
| ™ outlet, c/w stainless steel operating rope
Flush-Flo 0.354 4.998 +  Beed blasted finish to maximise corrosion W &
il Ela® resistance
Kick-Flo 0.745 4.010 «  Stainless steel fixings Appr ) Je d
. Rubber gasket to seal outlet
Mean Flow 4.368 - Indicative Weight: 141 kg PT/329/0412
hydro-int.com/patents
FIXING LUGS WITH
MASONRY STUD ANCHOR
POSITION & DIRECTION "
OF INLET PIPE(S) WILL FIXING BOLTS
BE SPECIFIED ON THE ()

HYDRO-BRAKE® OPTIMUM
FLOW CONTROL FITTED WITH
PIVOTING BYPASS DOOR*

150  I.D.OUTLET
(MINIMUM)

100mm MIN
FOR FIXINGS

ACCESS TO BE POSITIONED
ABOVE BYPASS DOOR

PULL HANDLE &
EYE BRACKET FOR
OPERATING ROPE*

PIVOTING BYPASS

DOOR OPERATING
STEEL ROPE*

1 PIVOTING
BYPASS DOOR*
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] \SUMP
110 550
220 755
SECTION A-A SECTION B-B

IMPORTANT:  <__ LIMIT OF HYDRO INTERNATIONAL SUPPLY
THE DEVICE WILL BE HANDED TO SUIT SITE CONDITIONS
FOR SITE SPECIFIC DETAILS AND MINIMUM CHAMBER SIZE REFER TO HYDRO INTERNATIONAL
ALL CIVIL AND INSTALLATION WORK BY OTHERS
* WHERE SUPPLIED
HYDRO-BRAKE® FLOW CONTROL & HYDRO-BRAKE® OPTIMUM FLOW CONTROL ARE REGISTERED TRADEMARKS FOR FLOW
CONTROLS DESIGNED AND MANUFACTURED EXCLUSIVELY BY HYDRO INTERNATIONAL

THIS DESIGN LAYOUT IS FOR ILLUSTRATIVE PURPOSES ONLY. NOT TO SCALE.

DESIGN The head/flow characteristics of this SHE-0103-5000-1200-5000
ADVICE Hydro-Brake® Optimum Flow Control are unique. Dynamic hydraulic modelling
evaluates the full head/flow characteristic curve.
' The use of any other flow control will invalidate any design based on this data

Hy dro§

° and could constitute a flood risk. I nternatlonal
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SITE Kennel Lane SHE-0103-5000-1200-5000
DESIGNER | Prerit Gurung Hydro-Brake® Optimum
REF C022/293/07
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Technical Specification

Control Point Head (m) Flow (I/s)
Primary Design 1.200 5.000 A
Flush-Flo 0.354 4.998 fn?spgggrl:éw ‘/
Kick-Flo® 0.745 4.010 BBAC:ERT,F“:,,‘T“;,,\I APPROVED
Mean Flow 4368 CERTIFIGATE No 08/4596 PT/329/0412
hydro-int.com/patents
Head (m) Flow (I/s)
0.000 0.000
0.041 0.876
0.083 2.748
15 0.124 4.215
0.166 4.548
0.207 4.761
0.248 4.891
0.290 4.963
0.331 4.994
0 0.372 4.995
0.414 4.976
= 0.455 4.943
=] 0.497 4.896
- 0538 | 4.835
0.579 4.753
0.621 4.643
05 0.662 4.493
0.703 4.290
0.745 4.026
0.786 4.110
0.828 4.209
0.869 4.304
00— 0.910 4.398
0 1 2 3 4 5 0.952 4.489
Flow (%) 0993 [4578
1.034 4.665
1.076 4.751
1.117 4.835
1.159 4917
1.200 4.997

DESIGN The head/flow characteristics of this SHE-0103-5000-1200-5000 Hydro-Brake Optimum®
ADVICE Flow Control are unique. Dynamic hydraulic modelling evaluates the full head/flow
characteristic curve. ro
' The use of any other flow control will invalidate any design based on this data lnternatlonal
" and could constitute a flood risk.
Sl DTRY/2022 1405 SHE-0103-5000-1200-5000
DESIGNER | Prerit G .
Ref C@Q'Z/ZSE,‘}{)‘? Hydro-Brake Optimum®
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